SHUTTLE CRITICAL JTEMS LIST - ORBITER

SUBSYSTEM ;EPD&C - SMX DET/FIRE SUFFMEA MO 05-6VF-2302 -2 REV:01/24/538
ASSEMBLY (FWD LCA 1,2.3 CRIT. FUNC: L
P/N RI tMC450~0018-0004 CRIT. HKDW: :
B/H VEINDOR: VEHICLE 132 103 1G4
QUANTITY :3 EFFECTIVITY: X X X

:ONE PER FWD LCA FPHASE(S) : FL Lo X000 Do X LS

t1,2 & 3 .

REDUHU&H:Y SCREEN: A- B- o=

PREPARED BY: APPROVED, BY |
DES ’_,w% J BROWN SSH .
REL M HOVE EEL 8O, ro/ay
QE ¢! J COURSEN QE Y 7] T4.0E

wf

ITEM:
PIz, PYRQTEICHNIC INITIATOR COMTROLLER, FIEE SUPTRESSANT SYSTEM,

FUNCTION: '
FROVIDES POWER TO FIRE THE AVIGNICS IIRE SUPFR_SEAHT NSI. RBIVTSALE RBIIZ,

82V76ALT PICL, §IVYGALE PICI.

FATIINE MODE:
Lass OF QUTEUT

CATSE (S} : .
PIECE PART TFAILURE, CONTAMINATION, MECHEANICAL SHOCK, THZRMAL STALEE.

YIEBRATION.

EFFECT{S) ON:
(A) STBSYSTEM (B)-INTERFACES (&)MISSION (D)CREW/VEHICLE

(A} ASSOCTIATED MNSI WILL HOT EE INITIATED WHEN REQUIRED I AS52CTATZC
AVIONICS BAY.

(B} INABILITY TO EXTINGUISH A FIRE IN THE AVIONICS BAY {TCRTAZLD
EXTINGUISHIRS CANWGT BE USED EBECAUSE THE CREW IS CCNFINED T THEIR S:a”3
DURING LAUNCH AND DEORBLIT) .

T

{¢,D) PCSEIBLE Loss OF CREW AND VEHICLE IF COMBUSTION ~IS SUPECRTIZ.
SINGLE STRING FMERGENCY SYSTEM DURING LAUNCH AND DEORBIT.

DISPOSITIONK & RATIONALE:
(A)DESIGH (B)TEST (C)INSPECTION (D)FAILURE BISTORY (E)OPERATIONAL USE

{A=D) DISPOSITICN AND RATIONALE
REFER To APPENDIX H, ITEM NC. 1 - PFIC -

{B) GROUND TURNARCUND TEST : _
PIC CIRCUOIT TESTS FERFORMED PRIOR TO EACH FLIGHT.

(E}Y QOPERATIONAL USE
- POWER DOWH AFFECTED AVIONICS EQUIPMINT.

05-6VF - 39



